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ETAP 11 
The Future of Power Systems 

Engineering & Operation - Today 

Innovation        
Automation        

Collaboration 
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Multi-Dimension Database 

ÅLock & unlock element properties 

 

 

Å10 States to track equipment conditions  

 

 

 

ÅConnectivity to Local SQL server  
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Data Manager 

ÅView Base & Revision data differences 

ÅView equipment property differences 

ÅDisplay & filter engineering study data 

ÅGraphical management of data 
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Data Exchange ς DataX 

Å Bi-directional MS Excel data exchange 

Å Load ticket for induction machines 

Å ArcGIS handling of 1-phase systems 

Å PSS/E Raw data import 

Å ETAP-SPEL interface 

 

Convert database information into 
equipment specifications 
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Project Merge 

ÅMulti-user management 
of project merge 

ÅParallel ETAP project 
development 

ÅSelf contained snapshots 
of the parent & branch 
projects 

ÅMerge Base & Revision 
Data 
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Theme Manager 

ÅDisplay color 
coding based on: 
ïUser Defined 
ïVoltage Level 
ïArea 
ïGrounding  
ïEarthing 

 

ÅDisplay faulted 
buses by symbol 
or color 
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Multiple Language Support 

ÅLocalized output reports: English, Spanish, 
Chinese, Japanese, Portuguese & German 
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Induction Machine 

ÅPFF & EFF at no-load & 
overload conditions 

ÅLocked-Rotor current 
based on NEMA Code 
Letter  

ÅOption to calculate 
·Řέ ϧ ·ŘΩ ōŀǎŜŘ ƻƴ 
machine time 
constant 
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New Libraries 

ÅPhotovoltaic panel library 

ÅWind turbine generator library 

ÅGFI / RCD library 

ÅCable Library with neutral, grounding/ 
protective (PE) conductors 

ÅVerified & Validated library data 
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New Transformers 

ÅOpen-Delta transformer 

ÅThree 1-phase transformer 

ÅMVA rating based on multi-
stage cooling 

ÅOption to display Vector 
Groups 
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Uninterruptable  
Power Supply (UPS) 

ÅParallel UPS connection modeling 

ÅOption to control input power factor 

ÅBypass switch 
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Bus Duct 

ÅGraphical representation on the One-Line 
diagram 

ÅBus duct length, construction type & material  
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Single Phase Source 

Å1-phase power grid modeling 

Å1-phase inverter modeling 
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Photovoltaic Array 

ÅPerformance adjustment coefficients 

ÅSolar farm modeling 

ÅSolar irradiance based on location & time 

ÅAC & DC system analysis 

ÅInverter dynamic modeling & operation 
modes 

ÅMaximum Peak Power Tracking (MPPT) 

ÅExtensive Manufacturer/Model library 

ÅP-V & I-V curves  
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Wind Turbine  
Generator - WTG 

ÅWTG Manufacturer / Model Library 

ÅNew WTG control models for WECC Type 1, 2, 
3, & 4  



© 2011 Operation Technology, Inc.  All rights reserved. 

WTG Technologies 

Induction Generator 

Doubly-Fed Induction Generator Full Converter WTG 

Variable Slip 
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Variable Frequency  
Drive - VFD 

ÅMulti input connection for 6-24 pulse 
ÅSub-system modeling between VFD & motor 
ÅRectifier & inverter control models 
ÅOutput voltage & frequency control 
ÅFrequency dependent modeling of sub-system 
ÅAdjustable speed drive operation 
ÅMotor acceleration control schemes  
ÅBy-pass switch for soft starter operation 
ÅInput PF control  
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VFD Connections 
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Switching Devices 

ÅSafety ground switch 

ÅIntegrated operation with Switching 
Management System 

ÅSupervisory control for real-time switching 
operation 
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Protective Device Coordination - 
ETAP Star 

ÅAutomatic detection of protection zones 

ÅAutomatic selection of coordination paths 

ÅProtection & coordination zone viewer 

ÅCombine / Integrate multiple device curves 

ÅGround & Neutral conductors damage curves 

ÅCumulative Transformer Inrush current 

ÅEnhanced Plot Options 
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AC Arc Flash Analysis 

ÅPrimary protective device identified 

ÅCurrent Limiting Fuse (CLF) modeling  based on:  
ïIEEE 1584 equations (Class L & RK1)  

ïPeak let-through curves  

ïBottom of TCC Curve method 

ÅAutomatically consider primary source protective 
device isolation 

ÅIncident Energy plots for Ia & Ibf 

ÅEnhanced display of results on the one-line diagram 

ÅPPE Requirement approval ς Annex H.3 ς NFPA70E 2012 
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User-Defined Dynamic Model ς  
UDM 

ÅGraphical model builder 
ÅLibrary of pre-defined UDM models to create 

complex models 
ÅCompile & test directly from the UDM builder 
ÅControl element toolbars including transfer 

blocks, input ports, output ports, etc. 
ÅAutomatic UDM links to components 
ÅImport & Export to Simulink models 
ÅCreate & edit models for Exciter, Governor, Power 

System Stabilizer & Lumped Load 
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Underground Raceway Systems 

Å Intelligent rule-based alignment & spacing tools 

ÅAutomatic conduit distribution & spacing 

ÅUniform & non-uniform conduit arrangements 

ÅUtilize NEC, IEEE or custom rule-based spacing 

ÅWizard for creating raceways 



© 2011 Operation Technology, Inc.  All rights reserved. 

Cable System 

ÅCable Library with neutral, grounding/ 
protective conductor (PE) 

ÅAdd auxiliary neutral & PE conductors for 
cables 

ÅDamage curve for neutral & PE conductors 
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Cable Ampacity & Sizing 
IEEE/NEC 

ÅIEEE 399, NEC 70 (NEC), ICEA P54 

ÅCable sizing based on maximum or average 
phase operating current 

ÅAmpacity & sizing reports in Crystal Reports & 
Excel 

ÅGrounding conductor selection based on NEC 

ÅCable ampacity & sizing for U/G installation 
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Cable Ampacity & Sizing 
IEC/BS 

ÅBS 7671, IEC 60364-5-52, IEC 60364-4-43 

ÅModel Forms: BS & User-definable 

ÅCable sizing based on harmonic effect 

ÅTypical overcurrent curves 

ÅCable sizing based on maximum or average 
phase operating current 

ÅAmpacity & sizing reports in Crystal Reports & 
Excel 
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Protective Conductor Sizing 
IEC / BS 

ÅBS 7671 - 17th Edition, IEC 60364-5-54 

ÅProtective Earthing (PE) thermal requirements 
& sizing 

ÅCalculated or user-defined fault current & fault 
clearing time 

ÅReports in Crystal Reports & Excel 

ÅLeakage current calculation 
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Electric Shock Calculation 
IEC/BS 

ÅBS 7671, IEC 60364-4-41, EN 50122 

ÅTN-C, TN-S, TN-C-S, TT, & IT Earthing Types  

ÅElectric shock requirements 

ÅLoop impedance & current calculation 

ÅTouch voltage calculation & evaluation 

ÅConsider resistance to Ground/Earth 

ÅGFCI/RCCB protection 

ÅReports in Crystal Reports & Excel 

 



© 2011 Operation Technology, Inc.  All rights reserved. 

Load Flow 

ÅAuto-Run Load Flow based on system changes 

ÅEnhanced study toolbar to change & display result 
units 

ÅReport voltage in %, kV, V  

ÅCrystal report Power in MVA, kVA  

ÅIsolated 1-phase source modeling 
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Unbalanced Load Flow 

ÅReport voltage & power in multiple units 

ÅOpen-delta transformer modeling 

ÅCenter-tap transformer modeling 

ÅThree 1-phase transformer modeling 

ÅIsolated sub-systems with Voltage Control 
source modeling 

ÅIsolated 1-phase source & system modeling 
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Motor Acceleration 

ÅVFD frequency control 

ÅUser-defined Hz & V/Hz as function of time 

ÅSimulate voltage-boost effect at low frequency during 
starting 

ÅMotor acceleration with VFD & soft starter 
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Harmonics 

ÅVFD harmonics modeling 

ÅCalculate & report  

ïI*TB (Balanced)  

ïI*TR (Residual) 

ÅUPS AC input & output modeling 
for harmonic orders 

ÅPV Array modeling for harmonic 
orders 
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Transient Stability 

ÅUser-Defined Dynamic Modeling ς Lumped Loads 
ÅNew built-in standard IEEE exciters 
ïAC2A, AC7B, DC4B, ST1A, ST2A 

ÅVFD dynamic modeling: 
ïRectifier, DC link, & inverter models 
ïVoltage & frequency control models 
ïFrequency control acceleration & operation 

ÅUPS parallel operation 
ÅPV Array source modeling 
ÅInverter modeling 
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Power System Monitoring & Simulation 
ETAP Real-Time 

ÅGeneration reserve 
monitoring 

ÅMulti-state breaker 
monitoring & control 

ÅLarge system handling 
optimization 

ÅExperimental Physics 
Industrial Control 
System (EPICS) interface 

 


